‘ P.0. Box 2326, Southport, Queensland, 4215
N B " E " S x T " Freecall: 1800 240 822 Email: info@bestwaterfilters.com.au

WATER FILTERS Freefax: 1800243822  WebSite: www.bestwaterfilters.com.au

TEST REPORTS ON CARBON COMBINED WITH THE SILVER QUARTZ TECHNOLOGY
HARD WATER  (Removal in Hard Water)
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Chlorine All filtration medium,
Fluoride (carbon) will perform
Iron differently  between  hard
Manganese (bore) water and soft (rain)
Aluminium
Cadium water. .
Chromium _Th(_e graphs illustrate the
Silver findings of independent tests
Copper that were undertaken to
Lead determine the results on
Zinc these different water qualities
Calcium using carbon filtration.
Magnesium As you can plainly see, the
Sodium harder the water, the less
Potassium removal of some elements.
Sulphate
Bicarbonate
Chloride
Nitrate
Nitrite
Aldron |
Chlorpyrifus
Diazinon |
Dieiorin |

Fenitrothian

(THM) Trihalomethane
Chloroform
Bromodichloro
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SOFT WATER  (Removal in Soft Water) PLEASE NOTE:

%REMOVAL [0 |5 |10 [15 |20 |25 [30 [35 |40 [45 |50 |55 [60 |65 |70 [75 |80 |85 [90 |95 [100% [ Your water may not
Chlorine contain all of  the
Fluoride contaminants  listed in

" tron|_] each graph.
:E::?us: {The graphs show the
Cadium ability that carbon has to
Chromium | remove the listed
Silver substances. Should you
Copper | require  the  remaining
Lead amounts removed, it is
Zinc simply a matter adding an
Calcium ion-exchange resin
Magnesium

medium. This will remove

Po:;::ﬂ: more from the water than a
Sulphate household Reverse
Bicarbonate Osmosis or Distiller.
Chloride ffWhen installing a system
Nitrate in hard / bore water areas,
Nitrite it is advisable to install a
Aldron .. .
! water conditioner prior to
Chlorpyrifus . .
Diazinon the unl_t._ If possmle_select
Dieiorin a conditioner that will treat
Fenitrothian the whole premises.
(THM) Trihalomethane This will add protection
Chloroform | to hotwater units,
Bromodichloro [ dishwashers, etc.
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BACTERIOLOGICAL ANALYSIS OF WATER PURIFIER SAMPLES

Sample % Simmonds & Bristow Pty Ltd  (inc. in Q) Total Coliforms Heterotrophic Plate

Regd. No WB301.2 XXgs/100ml  Count WB300 CFU/mI
69964  Influent lab water seeded with E.coli and heterotrophic bacteria 8000 5.1 x 10"
69965  Filter effluent collected after approximately 5L run to waste - sample analysed after standing 1 hour <1 60
69966  Filter effluent collected in conjunction with 69965 - sample analysed after standing overnight (approx. 17 hours) <1 2
*WB301.21- Approximate counts only Date Received: 30.4.92 Specifications may be changed without notice. Purifier supplied by: Advanced Life Foods

~] This Laboratory is registered by the national Association of Testing Authorities Australia. The test(s) reported herein
[ have been performed in accordance with its terms of registration. This document shall not be reproduced except in full.
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